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(57) Abstract: The invention relates to method 
for producing a link between a person requesting a 
service (Client) (1) and a service provider (Server) 
3 in a decentralized mobile radio network (8) with 
a service/service provider search service (Service 
Discovery) wherein the person requesting the service 
(Client) sends a Service Discovery Request (SD-REQ) 
(4) in the form of a multicast message to locally 
adjacent stations (2) of the decentralized mobile radio 
network (8) in order to localize an as yet unknown 
service provider (Server) (3) who can provide the 
desired service, said stations being IP routers, and said 
stations forward the multicast message to neighboring 
stations (2) thereof before finally forwarding it to 
the service provider (Server) 3 who replies with a 
Service Discovery Reply (SD-REP). The message is 
characterized in that the routing information of the 
Service Discovery Request and the Service Discovery 
Reply are added to the routing tables of the stations (2) 
in order to retrace the way back to the person requiring 
the service (Client) (1). 
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(57) Zusammenfassung: Die Erfindung betrifft ein Verfahren zur Herstellung einer Verbindung zwischen einem Dienstanforderer 
(Client) (1) und einem Dienstanbieter (Server) (3) in einem dezentralen Mobilfunknetz (8) mit DiensWDienstanbieter-Suchservice 
(Service Discovery), bei dem der Dienstanforderer (Client) zur Lokalisierung eines noch unbekannten Dienstanbieters (Servers) (3), 
der einen gewiinschten Dienst zur Verfugung stellt, eine Dienstanforderungsnachricht (Service Discovery Request = SD-REQ) (4) 
in Form einer Multicastnachricht an lokal benachbarte Stationen (2) des dezentralen Mobilfunknetz (8) sendet, die IP-Router sind, 
und diese Stationen (2) wiederum die Multicastnachricht an deren Nachbarstationen (2) und schlieBlich zum Dienstanbieter (Server) 
(3) weiterleiten, der mit einer Antwortnachricht (Service Discovery Reply = SD-REP) (7) antwortet. Das Verfahren zeichnet sich 
dadurch aus, dass zur Zuruckverfolgung des Weges zum Dienstanforderer (Client) (1) den Routingtabellen der Stationen (2) die 
Weginformationen der Dienstanforderungsnachricht und dessen Antwortnachricht beigefugt werden. 



